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Art.no. 18606-402 
EAN  7320046225186

A wall luminaire for health  and medical care in  various configurations, from
solutions with  only indirect light to versions with  indirect general light and direct
light for reading and examination.

Installation W all b racket.

Connection Con n ection  in  th e cen ter at th e back  o f th e lu min aire.  Sn ap-in  con n ecto r
5x2,5mm². 1-ph ase th rou gh -w irin g  possib le w ith  recessed  cab le.

Design Body in  extru ded  a lu min iu m an d  en ds in  cast a lu min iu m, (RAL 9016).  Th e top
is covered  w ith  a  tran sparen t acr ylic p lastic d if fu ser.

Reflector Reflecto r materia l o f  meta llized  a lu min iu m w ith  satin  matt su rface.

Dimming DALI/ph ase-pu lse con tro l as stan dard . All version s w ith  d irect/in d irect ligh t
requ ires 2 DALI addresses,  version s w ith  Amber n igh t ligh t requ ires 3 DALI addresses.

M iscellaneous Version s w ith  Amber:  6 W , 250 lm, 42 lm/w
Luminaires w ith  Tunable White and Amber Nightlight are listed with  values for 4000
K. Please refer to M iscellaneous for Amber Nightlight system wattage, luminous flux
and efficiency.

Aluflex Medica
In d irect,  DALI/Ph ase-pu lse

DESIGN

Light distribution In d irect  Colour W h ite

LIGHT DATA & PERFORM AN CE

Lumen output 3833  CLO function active Yes

CLO time, h 100000  lm/W 92

CCT, K 3000  CRI 90

SDCM  3  Lumen maintenance 100 000 h L100
Lumen maintenance L100 B50, h
100000  LED driver, h/max failure %

100000/10
Energy class, LED module D

CON TROLS & CON N ECTIVITY

Light control DALI/Ph ase-pu lse  Driver brand Tridon ic

No of Dali Addresses 1  Power on last level Yes

Corridor function Yes  Switch control, max no. 25

AM  Yes

ELECTRICITY & EN CLOSURE

Rated supply voltage, V 220-240  M ains frequency, Hz 0, 50, 60

Protective class 1  IP rating 20

Start W 42  End W 52

Average W 47  Stand by W 0.16

M in. ambient temperature, °C -25  M ax. ambient temperature, °C 25

M CB B10A , pcs 9  M CB B16A 14

M CB C10A 15  M CB C16A 23

THD, %  14  Surge protection CM , kV/kA 2
Surge protection DM , kV/kA 1  Power factor, 100 %  0.94

DIM EN SION S

Length, mm 1130  Width, mm 156

Height, mm 92  Weight, kg 7.1
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