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INSTALLATION  MANUAL  

PRODUCT NAME : LuxBeat XL 500,LuxBeat XL 1000 

No. Input voltage Ordering Code

1. 8111-0-2-269-00 

2.

IP67

lll

Constant Voltage
24V

( Output from SELV system only)

LuxBeat XL 2000

8111-C-2-269-00 

8112-0-2-269-00 

8112-C-2-269-00 

8113-0-2-269-00

8113-C-2-269-00 

3.

4.

5.

6.

Model LT

OD-8111 LED 506

L

500

L

LT

15
0

23

23

OD-8112 LED 10061000

OD-8113 LED 20062000

1

27

50

L1

Surface Mount Aluminium Profile

L

Model

0559-0-9-000-XX

0560-0-9-000-XX

0561-0-9-000-XX

L1

506

1006

2006

L

510

1010

2010

Accessories available separately.
áÍ¤à«Êà«ÍÃÕè áÂ¡ í̈ÒË¹�ÒÂ

Input Cable L=2000mm One-Side 
with M12 Female Connector.

Accessories available separately.
áÍ¤à«Êà«ÍÃÕè áÂ¡ í̈ÒË¹�ÒÂ

200047

Ordering Code : 0562-0-9-000-00

Connect the cable to the side 
with the sticker.

µ�ÍÊÒÂä¿à¢�Ò´�Ò¹¢�Ò§·ÕèÁÕÊµÔ¡à¡ÍÃ�
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2 Accessories available separately.
áÍ¤à«Êà«ÍÃÕè áÂ¡¨íÒË¹�ÒÂ

Suspension Kit 
with Mounting Loop.

Suspension Kit 
with Mounting Post.

Adjusable Bracket

D L D L
L

D

D L

Wall plug anchor size
¢¹Ò´¾ÅØ�¡½�§¼¹Ñ§

Screw size
¢¹Ò´Ê¡ÃÙà¡ÅÕÂÇ»Å�ÍÂ

Ø7 mm./ÁÁ. 37 mm./ÁÁ. Ø4 mm. 38 mm.

H

H

Ø9 mm.

Model

0559-0-9-000-XX

0560-0-9-000-XX

0561-0-9-000-XX

M

446

946

1946

M

3

3.1
3.2

Use appropriate installation material 
depending on installation conditions. 
àÅ×Í¡Ê¡ÃÙáÅÐÍØ»¡Ã³�ÂÖ´¨Ñº·ÕèàËÁÒÐÊÁ
¡Ñº¾×é¹·ÕèáÅÐ»ÃÐàÀ·¡ÒÃµÔ´µÑé§

Input Cable L=2000mm One-Side with 
M12 Female Connector.
Available Separately
Ordering Code : 0562-0-9-000-00

4 5

5.1

5.2

5.3

Do not remove the End cap
if the lamp is not connected.

Ë�ÒÁ¶Í´½Ò»�´·�ÒÂ¶�ÒäÁ�ä �́µ�Íâ¤Áä¿

DM-13
Unilamp
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6 Sample connect Surface Mount Aluminium Profile

Take out Cover Surface Mount 

Detail-A

Detail-A

5.1

Top view

5.2

5.3

µÑÇÍÂ�Ò§¡ÒÃµ�Í Surface Mount Aluminium Profile

¶Í´½Ò¤ÃÍº �́Ò¹¢�Ò§ÍÍ¡ 

7

Installation complete
¡ÒÃµÔ´µÑé§àÊÃç¨ÊÁºÙÃ³�

Remote driver for 24V    system.

ä´Ã�àÇÍÃ�µÔ´µÑé§¹Í¡µÑÇâ¤ÁÊíÒËÃÑºÃÐººä¿ 24V

Input/à¢�Ò
220-240V~

Output/ÍÍ¡
24 V
( Output from SELV system only)

(¡ÃÐáÊä¿µ�Í§ÁÒ¨Ò¡ÃÐººáÃ§ Ñ́¹ä¿¿�Ò
µèíÒ¾ÔàÈÉ¢Ñé¹»ÅÍ´ÀÑÂà¾ÕÂ§à·�Ò¹Ñé¹) 

Non-dimmable 

DALI dimmable

Input/à¢�Ò
220-240V~

Output/ÍÍ¡
24 V
( Output from SELV system only)

(¡ÃÐáÊä¿µ�Í§ÁÒ¨Ò¡ÃÐººáÃ§ Ñ́¹ä¿¿�Ò
µèíÒ¾ÔàÈÉ¢Ñé¹»ÅÍ´ÀÑÂà¾ÕÂ§à·�Ò¹Ñé¹) 
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N
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Remark :
ËÁÒÂàËµØ
1. Installation should be carried out by a qualified electrician in accordance with appropriate national wiring regulation.

¡ÒÃµÔ´µÑé§â¤Áä¿¿�ÒáÅÐÍØ»¡Ã³� ¤ÇÃ í́Òà¹Ô¹¡ÒÃâ´Âª�Ò§ä¿¿�Ò ·ÕèÁÕ¤ÇÒÁÃÙ�áÅÐ¤ÇÒÁªíÒ¹Ò ã¹¡ÒÃµÔ´µÑé§ÍØ»¡Ã³�ä¿¿�Ò â´Âà©¾ÒÐµÒÁÁÒµÃฐÒ¹¢Í§¡ÒÃä¿¿�Ò
2. Disconnect the power before changing the lamp.

»�´ÊÇÔ·ª�ä¿·Ø¡¤ÃÑé§·Õèà»ÅÕèÂ¹ËÅÍ´ä¿
3. This is class 3 luminaire fixture. 
    â¤Áä¿ª¹Ô´¹Õé Ñ̈´ÍÂÙ�ã¹ »ÃÐàÀ· 3 ( CLASS III ) ¤×Íãª�ä¿âÇÅ·�µèíÒ
4. Do not exceed the maximum wattage. 
   Ë�ÒÁãª�ËÅÍ´ä¿·ÕèÁÕ¢¹Ò´ÇÑµµ�à¡Ô¹¡Ç�Ò·ÕèÃÐºØ ËÃ×Íãª�ËÅÍ´¼Ô´»ÃÐàÀ·
5. Don't touch LED while maintaining or cleaning.
   Ë�ÒÁÊÑÁ¼ÑÊËÅÍ´ LED ¢³ÐºíÒÃØ§ÃÑ¡ÉÒ ËÃ×Í·íÒ¤ÇÒÁÊÐÍÒ´ 

Notice:

¤íÒàµ×Í¹:

1. Adopt suitable power supply with power is 20% higher than the max. power of luminary, to ensure long time performance 
   of power supply.
   àÅ×Í¡ãª� Power Supply/ Driver ·ÕèÁÕ¡íÒÅÑ§ä¿·ÕèàËÁÒÐÊÁ«Öè§ÁÕ¡íÒÅ Ñ§ÇÑµµ�ÊÙ§¡Ç�Ò¡íÒÅÑ§ä¿ÊÙ§ÊØ´¢Í§Led·Õèãª�§Ò¹20%
2. Do not install it when power is on. Before powering on, make sure the wiring is correct.
   ÍÂ�ÒµÔ´µÑé§¢³Ð·Õèà»�´ÊÇÔµª�ä¿áÅÐ¡�Í¹à»�´ä¿¤ÇÃµÃÇ¨ÊÍºãË�á¹�ã¨Ç �Ò¡ÒÃàª×èÍÁµ�Í¶Ù¡µ�Í§
3. Avoid privately changing or damaging the circuit or other component on the luminary.
   Ë�ÒÁà»ÅÕèÂ¹ËÃ×Í·íÒãË�Ç§¨ÃËÃ×ÍÊ �Ç¹»ÃÐ¡ÍºÍ×è¹æ¢Í§ËÅÍ´ä¿à¡Ô´¤ÇÒÁàÊÕÂËÒÂ
4. Avoid scrape, twist and irregular bend during installation, which might cause non repairable status for the luminary.
   Ë�ÒÁ¢Ù´,ºÔ´áÅÐ Ñ́´â¤�§§ÍÃÐËÇ�Ò§¡ÒÃµÔ´µÑé§«Öè§ÍÒ¨·íÒãË�â¤Áä¿à¡Ô´¤ÇÒÁàÊÕÂËÒÂ
5. Minimum bending diameter definition, for Dual-Bend NS-112 is 300mm[5.9in.], too small bending diameter will break 
   the luminary.
   ¢¹Ò´àÊ�¹¼�Ò¹ÈÙ¹Â�¡ÅÒ§µèíÒÊØ´·Õ �ÊÒÁÒÃ¶ Ñ́´ä �́ÍÂÙ�·Õè 300 ÁÁ.(5.9 ¹ÔéÇ) àÊ�¹¼�Ò¹ÈÙ¹Â�¡ÅÒ§¡ÒÃ Ñ́´·Õ �àÅç¡à¡Ô¹ä»¨Ð·íÒãË�LEDáµ¡àÊÕÂËÒÂ
6. Minimum twist degree, for Dual-Bend NS-112, is 360° per 1000mm(39.4in.) length.
   ÃÐ Ñ́º¡ÒÃºÔ´µèíÒÊØ´360° µ�Í¤ÇÒÁÂÒÇ 1,000 ÁÁ. (39.4in.)
7. Luminary linked in over long length will lead to problem of overload or uneven brightness.
   áÊ§ÊÇ�Ò§·Õèàª×èÍÁâÂ§¡Ñ¹à»�¹àÇÅÒ¹Ò¹¨Ð¹íÒä»ÊÙ�»�ËÒ¡ÒÃâÍàÇÍÃ�âËÅ´ËÃ×Í¤ÇÒÁÊÇ�Ò§·ÕèäÁ�ÊÁèíÒàÊÁÍ 
8. To protect your eyes, do not stare at the luminary for a long time while it's illuminated.
   à¾×èÍ»¡»�Í§´Ç§µÒÍÂ�Ò �̈Í§·ÕèáÊ§à»�¹àÇÅÒ¹Ò¹ã¹¢³Ð·Õèà»�´ä¿

9. Only professional personnel can install, dismantle and repair.

    à©¾ÒÐª�Ò§¼Ù�ªíÒ¹Òà·�Ò¹Ñé¹·ÕèÊÒÁÒÃ¶µÔ´µÑé§ Ã×éÍ áÅÐ«�ÍÁá«Áä �́

10.Bend and twist diagram is shown as below.

    µÑÇÍÂ�Ò§áÊ´§¡ÒÃâ¤�§áÅÐºÔ´

Lighting Area Lighting Area

Lighting Area

Lighting Area

300mm(5.9in.)Ø

300mm(5.9in.)Ø

Can be side-bend Can be top-bend

¾×é¹·ÕèáÊ§ÊÇ�Ò§ ¾×é¹·ÕèáÊ§ÊÇ�Ò§

¾×é¹·ÕèáÊ§ÊÇ�Ò§

´�Ò¹¢�Ò§ÊÒÁÒÃ¶â¤�§§Íä´� ´�Ò¹º¹ÊÒÁÒÃ¶â¤�§§Íä´�

Max. twist Angle is 360° per 1000mm(39.4in.)

ÃÐ´Ñº¡ÒÃºÔ´ÊØ§ÊØ´360° µ�Í¤ÇÒÁÂÒÇ 1,000 ÁÁ. (39.4in.)

¾×é¹·ÕèáÊ§ÊÇ�Ò§

300mm(5.9in.)Ø

300mm(5.9in.)Ø

Not using chemical compounds and aggressive agents such as , weed repellents 
fertilizers , acid solvent and contaminated irrigation water near the Luminaires.
Ë�ÒÁãª�ÊÒÃà¤ÁÕàª�¹ »Ø�Â, ÂÒ¡íÒ¨Ñ´ÈÑµÃÙ¾×ª, »Ù¹¢ÒÇ, ÊÒÃÅÐÅÒÂ·Õèà»�¹¡Ã´ áÅÐ¹éíÒ»¹à»��Í¹ÊÒÃà¤ÁÕ
ºÃÔàÇ³·ÕèµÔ´µÑé§â¤Áä¿

NO
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To reduce the risk of being constricted The wires attached to this lamp must be 
effectively fixed to the wall. if the power cord is within reach.

à¾×èÍÅ´¤ÇÒÁàÊÕèÂ§µ�Í¡ÒÃ¶Ù¡ÊÒÂä¿à¡ÕèÂÇ/ÃÑ´ ÊÒÂä¿·Õèµ�Íà¢�ÒµÑÇâ¤Áµ�Í§¶Ù¡µÔ´ÂÖ´¡Ñº¼¹Ñ§ÍÂ�Ò§àÃÕÂºÃ�ÍÂ  

CableCable

Make sure the plug is secured tightly and note the ground level.
¾ÅØ�¡µ�Í§ÂÖ´ÍÂ�Ò§á¹�¹Ë¹ÒáÅÐàÊÁÍ¡Ñº¼ÔÇ¾×é¹

LED

Our products are installed with electronic components with the protection against 
overvoltage according to IEC 61547. The customers have to install the additional 
overvoltage protection devices (against surge, transients, etc) in their electrical 
system to avoid the risk of damage. Failing to do so can cause the end
of products warranty.
¼ÅÔµÀÑ³±�¢Í§àÃÒä´�ÃÑº¡ÒÃµÔ´µÑé§ÃÐºº»�Í§¡Ñ¹áÃ§´Ñ¹ä¿¿�Òà¡Ô¹µÒÁÁÒµÃฐÒ¹ IEC 61547
ÅÙ¡¤�Òµ�Í§µÔ´µÑé§ÍØ»¡Ã³�»�Í§¡Ñ¹áÃ§´Ñ¹ä¿¿�Òà¡Ô¹à¾ÔèÁàµÔÁ(àª�¹ »�Í§¡Ñ¹ä¿¡ÃÐªÒ¡ ÏÅÏ ) 
ã¹ÃÐººä¿¿�Òà¾×èÍËÅÕ¡àÅÕèÂ§¤ÇÒÁàÊÕÂËÒÂ·ÕèÍÒ¨¨Ðà¡Ô´¢Öé¹ ËÒ¡ÅÙ¡¤�ÒäÁ�·íÒ¡ÒÃµÔ´µÑé§à¾ÔèÁ
àµÔÁÍÒ¨·íÒãË�¡ÒÃÃÑº»ÃÐ¡Ñ¹ÊÔ¹¤�ÒÊÔé¹ÊØ´Å§

Clean the products regularly to maintain good light output and prolong surface 
quality .
Only use solvent-free cleaning solutions on the products.
·íÒ¤ÇÒÁÊÐÍÒ´¼ÅÔµÀÑ³±�à»�¹»ÃÐ¨íÒà¾×èÍÃÑ¡ÉÒ¤ÇÒÁÊ�Í§ÊÇ�Ò§·Õè´ÕáÅÐÂ×´ÍÒÂØ¤Ø³ÀÒ¾¾×é¹¼ÔÇ
ãª�¹éíÒÂÒ·íÒ¤ÇÒÁÊÐÍÒ´·ÕèäÁ�ÁÕáÍÅ¡ÍÎÍÅ�ËÃ×ÍµÑÇ·íÒÅÐÅÒÂ¡Ñº¼ÅÔµÀÑ³±�à·�Ò¹Ñé¹

Environmental protection: Waste electrical products should not be disposed of 
with household waste. please recycle where facilities exist.check with your local 
authority or retailer for recycling advice According to directive 2002/96/CE and  
directive 2012/19/EU Waste Electrical and Electronic Equipment (WEEE). 
Ë�ÒÁ·Ôé§¼ÅÔµÀÑ³±�¹ÕéÃ�ÇÁ¡Ñº¢ÂÐã¹¤ÃÑÇàÃ×Í¹ª¹Ô´Í×è¹æàÁ×èÍÊÔé¹ÊØ´ÍÒÂØ¡ÒÃãª�§Ò¹â»Ã´áÂ¡¼ÅÔµÀÑ³±�ÍÍ¡
¨Ò¡¢Í§àÊÕÂ»ÃÐàÀ·Í×è¹æáÅÐÃÕä«à¤ÔÅÍÂ�Ò§àËÁÒÐÊÁà¾×èÍÊ�§àÊÃÔÁ¡ÒÃ¹íÒ·ÃÑ¾ÂÒ¡Ã¡ÅÑºÁÒãª�«éíÒ«Öè§¨Ðª�ÇÂ
»�Í§¡Ñ¹ÍÑ¹µÃÒÂµ�ÍÊÔè§áÇ´Å�ÍÁËÃ×ÍÊØ¢ÀÒ¾¢Í§Á¹ØÉÂ�·Õèà¡Ô´¨Ò¡¡ÒÃ·Ôé§¢ÂÐâ´ÂäÁ�ÁÕ¡ÒÃ¤Çº¤ØÁ
Í�Ò§ÍÔ§µÒÁÃÐàºÕÂº 2002/96/CE áÅÐÃÐàºÕÂº 2012/19/EU Waste Electrical and 
Electronic Equipment (WEEE). 

LED LED

Non-replaceable light source
äÁ�ÊÒÁÒÃ¶¶Í´à»ÅÕèÂ¹ËÅÍ´ LED ä´� 

Do not use a high pressure washer to clean the products.
Ë�ÒÁãª�à¤Ã×èÍ§©Õ´¹éíÒáÃ§´Ñ¹ÊÙ§ã¹¡ÒÃ·íÒ¤ÇÒÁÊÐÍÒ´¼ÅÔµÀÑ³±�


