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A recessed luminaire in  a Robust IK 10 design. High level of efficiency and light
comfort. Bevelled outer edge that provides a soft luminance transition to the ceiling.
Front ring fastened with  a safety screw to prevent access and disassembly.

Installation Recessed  in sta llation  in  su spen ded  ceilin gs.  Un ven tilated  o r ven tilated
ceilin gs Stab le mou n tin g  system in clu ded . W h en  in sta llin g  in  so ft tile ceilin gs,
mou n tin g  p lates mu st be u sed , see accesso ries.  Th e ballast h ou sin g  is separate fo r
f lexib le an d  qu ick  in sta llation . 
Do  n o t cover w ith  in su lation . Fo r deta iled  in fo rmation , see th e in sta llation
in stru ction s.

Connection Con n ection  in  separate ballast box. Sn ap-in  termin al b lock  3x1,5 mm²
(x2),  th rou gh -w irin g  possib le.  5x1,5 mm² (x2) w h en  d immin g . Can  a lso  be su pp lied
w ith  main s cab le an d  earth ed  p lu g  o r ch assis mou n ted  sn ap-in  con n ecto r.  Th e
lu min aire h ou sin g  an d  d river are con n ected  via  a  Qu ick  Con n ection  System.

Design Lu min aire in  w h ite (RAL 9016) stru ctu red  f in ish . Lu min aire h ou sin g  o f
en amelled  deep  d raw n  a lu min iu m. Stab le fron t rin g  in  pain ted  sh eet steel in  w h ite
(RAL 9016) stru ctu red  f in ish . Th e fron t rin g  is attach ed  w ith  secu rity screw s to  p reven t
access an d  d isassemb ly.

Louvre Opal - opal lou vre sh u tters made from impact resistan t po lycarbon ate (PC)

M iscellaneous Robu st lu min aire in  an  IK 10 design . Lu min aires w ith  Tu n ab le W h ite
(2700 –  6500 K) are equ ipped  w ith  th e DALI Device type 8 d river.  Lu min aires w ith
Tu n ab le W h ite in  comb in ation  w ith  Amber come w ith  tw o  separate d rivers.  
CLO  (Con stan t Ligh t O u tpu t) mean s th at th e lu min aire p rovides th e same amou n t o f
ligh t fo r th e du ration  o f its specif ied  bu rn  time. 
Lu min aire body Class III.  
Th e su pp lied  d river mu st be con n ected  to  p ro tective earth .
The articles listed below are examples. 
Use Fagerhult Configure to adapt and optimise your own version of Pozzo Robust
by selecting CRI, colour temperatures, luminous flux, accessories, etc.

Pozzo Robust
Direct,  DALI/Ph ase-pu lse

DESIGN

Light distribution Direct  Louvre O pal

Colour W h ite

LIGHT DATA & PERFORM AN CE

Lumen output 2199  CLO function active Yes

lm/W 125  CCT, K 4000

CRI 80  SDCM  3
Lumen maintenance 50 000 h L93  Lumen maintenance 75 000 h L90

Lumen maintenance 100 000 h L86  LED driver, h/max failure %
100000/10

Energy class, LED module C

CON TROLS & CON N ECTIVITY

Light control DALI/Ph ase-pu lse  Driver brand Tridon ic

No of Dali Addresses 1  DALI Device type driver 6
Power on last level Yes  Corridor function Yes

Switch control, max no. 25  AM  Yes

ELECTRICITY & EN CLOSURE

Rated supply voltage, V 220-240  M ains frequency, Hz 0, 50, 60

Protective class 1  IP rating 44
IP rating (above suspended ceilings)
20  IK rating 10

System Wattage 18  Stand by W 0.15

M in. ambient temperature, °C -25  M ax. ambient temperature, °C 25

M CB B10A , pcs 19  M CB B16A 31

M CB C10A 31  M CB C16A 51

THD, %  16  Surge protection CM , kV/kA 2
Surge protection DM , kV/kA 1  Power factor, 100 %  0.89

DIM EN SION S

Length, mm 510  Width, mm 510

Height, mm 158  Diamater, mm 498

Weight, kg 4.1
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