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A robust wall-mounted reading/bed luminaire with  h igh safety for exposed
environments.

Installation Lu min aire fo r w all in sta llation .

Connection Con n ects w ith  230 V, bu ilt-in  LED d river.  Sn ap-in  termin al b lock  3x2.5
mm².

Design En amelled  body in  steel.  Casin g  o f 1 mm w h ite en amelled  (RAL9016)
a lu min iu m. Pu sh bu tton  fo r o ff/on  an d  d immin g , safe again st damage.

Designed by AART Design ers

Robust reading luminaire LED G2
Dimmin g  via  pu sh bu tton

DESIGN

Turn, ° 25  RAL 9016

LIGHT DATA & PERFORM AN CE

Lumen output 421  lm/W 90

CCT, K 2700  CRI 80

SDCM  3  Lumen maintenance 50 000 h L96

Lumen maintenance 75 000 h L95  Lumen maintenance 100 000 h L94
LED driver, h/max failure %
100000/10  Energy class, LED module D

CON TROLS & CON N ECTIVITY

Driver brand Tridon ic  No of Dali Addresses 1

ELECTRICITY & EN CLOSURE

Rated supply voltage, V 220-240  M ains frequency, Hz 0, 50, 60

Protective class 1  IP rating 20

IK rating 10  System Wattage 5
M in. ambient temperature, °C -25  M ax. ambient temperature, °C 25

M CB B10A , pcs 24  M CB B16A 38

M CB C10A 40  M CB C16A 64

THD, %  40  Surge protection CM , kV/kA 2
Surge protection DM , kV/kA 1  Power factor, 100 %  0.75

DIM EN SION S

Height, mm 73  Diamater, mm 163

Weight, kg 0.5
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https://www.fagerhult.com/Products/robust-reading-luminaire-led/56948-530/
https://www.fagerhult.com/Products/robust-reading-luminaire-led/robust-reading-luminaire-led-g2/

	

